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Pro Plus Cat5e (HDBase-T) 8/16 x 16
HD 1.4 Features
Models
16 Input / 16 Output Full HD Matrix Switch

Part No:BIZ1000/MX1616-BASE-T

8 Input / 16 Output Full HD Matrix Switch

Part No: BIZ1100/MX0816-BASE-T

Display Receivers Speci®ed separately 
(see page 7)

Product Application
Distribution of uncompressed full HD video and audio using single UTP Cat5e cabling with 
additional features including 2-Way IR, RS232 and Ethernet passed simultaneously using only the 
Single UTP cable. Product is suitable to transmit ranges up to 100m on uninterrupted cable with full 
switching and control maintained.

Cabling Requirements
Well installed Cat5e/6/7 cabling using single cable runs typically under 100m. All cabling should be 
installed to local electrical regulations with adequate clearance from electrical cabling. UTP cable 
termination follows the standard of IEEE-568B.

Features
n       Each output having integrated single RJ45 outputs with fully functioning duplicate 19pin 

HDMI connector outs.
n       Each output card RS232 and LAN pass thru connections
n       Re®ned for Custom Install and Home Theatre Installations
n       Constant HDCP preventing screen drop-outs
n       Totally discrete IR source control allowing easy install of duplicate HD sources
n       Single cable solution including transmission of full HD audio/video, RS232, 2-Way 

IR and Ethernet
n       Full range of Analogue Input converters available (see page 9)
n        1080p upto 100m range using Cat5e UTP (including 3D applications)
n       Full 36bit Deep Colour Support
n       HDCP Compliant, EDID Management
n       Control via Front Panel IR, Remote IR, RS232, RS485 and LAN
n       Accessories include: 19º rack ears, IR receiver, IR emitters and matrix remote control
n       Open source RS232 drivers available for third party products
n       6.75Gbps bandwidth output capacity 
n       Built-in full HD 7º touch screen monitor helping with install and set-up process

RS232 Integration available for:

iPad integration with Red Eye via App Store
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Industry Sectors:

Luxury Homes
Corporate
Commercial
Luxury Yachts
Hospitality
Education

Dimensions:
W: 440mm
H: 350mm 
D: 390mm

Weight: 20kgs

Power Consumption: 
60 Watts Max

Rack Space 
Required = 9U

n    HD Ready 1080p
n    SKY 3D
n    3D Blu-ray

BIZ 055/EX0101-H01021 
HDBaseTSingle Cat5e Display 
Receiver



Industry Sectors:

Luxury Homes
Corporate
Commercial
Luxury Yachts
Hospitality
Education

Dimensions:
W: 440mm
H: 350mm 
D: 390mm

Weight: 20kgs

Power Consumption: 
60 Watts Max

Rack Space 
Required = 9U

n    HD Ready 1080p
n    SKY 3D
n    3D Blu-ray

RS232 Integration available for:

Pro Cat5e 8/16 x 16 Matrix

Models
16 Input / 16 Output Full HD Matrix Switch

Part No: BIZ000/MX1616-310

8 Input /16 Output Full HD Matrix Switch

Part No:BIZ005/MX0816-310

Display Receivers Speci®ed separately (see 
page 7).

Product Application
Distribution of HD and non-HD AV source equipment providing uncompressed true HD 
distribution and switching over long distances using Cat5e/6/7 cabling with the ability to 
control sources from display locations.

Cabling Requirements
Well installed Cat5e/6/7 cabling using single or dual cable runs typically under 50m, unless 
boosted by our in-line repeater module.  All cabling should be installed to local electrical 
regulations with adequate clearance from electrical cabling. UTP cable termination follows the 
standard of IEEE-568B.

Features
n      Each output having integrated RJ45s for both single or dual cable modes with 

additional fully functioning duplicate standard 19pin HDMI outputs
n   Re®ned for Custom Install & Home Theatre Installations
n   Constant HDCP preventing screen drop-outs
n   Totally discrete IR source control allowing easy install of duplicate HD sources
n   Single or dual cat5e support (single cable without IR control)
n   Full range of Analogue Input converters available (see page 9)
n   1080p upto 50m range using Cat5e UTP (including 3D applications)
n   Longer ranges available with in-line repeater device (see page 7)
n   Supports 24bit Colour Depth
n   HDCP Compliant, EDID Management
n   Control via Front Panel IR, Remote IR, RS232, RS485 and LAN
n   Accessories include: 19º rack ears, IR receiver, IR emitters & matrix remote control
n   Open source RS232 drivers available for third party products
n   6.75Gbps bandwidth output capacity 
n   Built-in full HD 7º touch screen monitor helping with install and set-up process
n   Each output can be split using BIZ450/460 (page 10)

iPad integration with Red Eye via App Store
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Industry Sectors:

Luxury Homes
Corporate
Commercial
Luxury Yachts
Hospitality
Education

Dimensions:
W: 440mm
H: 140mm 
D: 280mm

Weight: 3.4kgs

Power Consumption: 
35 Watts Max

Rack Space 
Required = 4U

n    HD Ready 1080p
n    SKY 3D
n    3D Blu-ray

RS232 Integration available for:

Pro Cat5e 8 x 8 Matrix

Models
8 Input / 8 Output Full HD Matrix Switch

Part No: BIZ010/MX0808-310

Display Receivers Speci®ed separately 
(see page 7).

New 8 x 8 HDBase-T Coming Soon.

Product Application
Distribution of HD and non-HD AV source equipment providing uncompressed true HD distribution 
and switching over long distances using Cat5e/6/7 cabling with the ability to control sources from 
display locations.

Cabling Requirements
Well installed Cat5e/6/7 cabling using single or dual cable runs typically under 50m, unless boosted 
by our in-line repeater module.  All cabling should be installed to local electrical regulations with 
adequate clearance from electrical cabling. UTP cable termination follows the standard of 
IEEE-568B.

Features
n       Each output having integrated RJ45s for both single or dual cable modes with additional fully 

functioning duplicate standard 19pin HDMI outputs
n       Re®ned for custom install and home theatre installations
n       Constant HDCP preventing screen drop-outs
n       Totally discrete IR source control allowing easy install of duplicate HD sources
n       Single or dual Cat5e support (single cable without IR control)
n       Full range of Analogue Input converters available (see page 9)
n       1080p upto 50m range using Cat5e UTP (including 3D applications)
n       Longer ranges available with in-line repeater device (see page 7)
n       Supports 24bit Colour Depth (36bit with BIZ350 Extenders)
n       HDCP compliant, EDID management
n       Control via Front Panel IR, Remote IR, RS232, RS485 and LAN
n       Accessories include: 19º rack ears, IR receiver, IR emitters and matrix remote control
n       Open source RS232 drivers available for third party products
n       6.75Gbps bandwidth output capacity 
n       Built-in full HD 7º monitor helping with install and set-up process
n       Each output can be split using BIZ450/460 (page 10)

iPad integration with Red Eye via App Store
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Industry Sectors:

Medium Residential
Corporate
Commercial
Luxury Homes
Education

Dimensions:
W: 440mm
H: 42mm 
D: 202mm

Weight: 2.5kgs

Power Consumption: 
30 Watts Max

Rack Space 
Required = 1U

n    HD Ready 1080p
n    SKY 3D
n    3D Blu-ray

Pro Cat5e 4 x 8 Matrix

Specify HDBaseT Extenders with the BIZ020-EX0408 
providing 100m transmission with 36bit colour depth 
and Ethernet. BIZ 350 (page 8)
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iPad integration with Red Eye via App Store

Models
4 Input / 8 Output Full HD Matrix 
Switch

Part No: BIZ020/MX0408-310

Display Receivers Speci®ed separately 
(see page 7).

HDBase-T Compatible

Product Application
Distribution of HD and non-HD AV source equipment providing uncompressed true HD 
distribution and switching over long distances using Cat5e/6/7 cabling with the ability to 
control sources from display locations.

Cabling Requirements
Well installed Cat5e/6/7 cabling using single or dual cable runs typically under 50m, unless 
boosted by our in-line repeater module.  All cabling should be installed to local electrical 
regulations with adequate clearance from electrical cabling. UTP cable termination follows the 
standard of IEEE-568B. 

Features
n       Each output having integrated RJ45s for both single or dual cable modes with 

additional fully functioning duplicate standard 19pin HDMI outputs
n   Re®ned for Custom Install & Home Theatre Installations
n   Constant HDCP preventing screen drop-outs
n   Totally discrete IR source control allowing easy install of duplicate HD sources
n   Single or dual cat5e support (single cable without IR control)
n   Full range of Analogue Input converters available (see page 9)
n   1080p upto 50m range using Cat5e UTP (including 3D applications)
n   Longer ranges available with in-line repeater device (see page 7)
n   Supports 24bit Colour Depth (36bit with BIZ350 Extenders)
n   HDCP Compliant, EDID Management
n   Control via Front Panel IR, Remote IR, RS232, RS485 and LAN
n   Accessories include: 19º rack ears, IR receiver, IR emitters and matrix remote control
n   6.75Gbps bandwidth output capacity 
n   Each output can be split using BIZ450/460 (page 10)



Industry Sectors:

Medium Residential
Corporate
Commercial
Luxury Homes
Luxury Yachts
Hospitality
Education

Dimensions:
W: 440mm
H: 42mm 
D: 202mm

Weight: 2.5kgs

Power Consumption: 
30 Watts Max

Rack Space 
Required = 1U

n    HD Ready 1080p
n    SKY 3D
n    3D Blu-ray

Pro Cat5e 4 x 4 Matrix

Models
4 Input / 4 Output Full HD 
Matrix Switch

Part No: BIZ030/MX0404-323

Display Receivers speci®ed separately (see page 7)

Product Application
Distribution of HD and non-HD AV source equipment providing uncompressed true HD distribution 
and switching over long distances using Cat5e/6/7 cabling with the ability to control sources from 
display locations.

Cabling Requirements
Well installed Cat5e/6/7 cabling using single or dual cable runs typically under 50m, unless boosted 
by our in-line repeater module.  All cabling should be installed to local electrical regulations with 
adequate clearance from electrical cabling. UTP cable termination follows the standard of 
IEEE-568B.

Features
n       Each output having integrated RJ45s for both single or dual cable modes with additional fully 

functioning duplicate standard 19pin HDMI outputs
n      Re®ned for Custom Install and Home Theatre Installations
n      Constant HDCP preventing screen drop-outs
n      Totally discrete IR source control allowing easy install of duplicate HD sources
n      Single or dual cat5e support (single cable without IR control)
n      Full range of Analogue Input converters available (see page 9)
n      1080p upto 50m range using Cat5e UTP (including 3D applications)
n      Longer ranges available with in-line repeater device (see page 7)
n      Supports 24bit Colour Depth
n      HDCP compliant, EDID management
n      Control via Front Panel IR, Remote IR, RS232, RS485 and LAN
n      Accessories include: 19º rack ears, IR receiver, IR emitters and matrix remote control
n      6.75Gbps bandwidth output capacity 
n      Each output can be split using BIZ450/460 (page 10)

iPad integration with Red Eye via App Store
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Dual Cat5e Display Adaptor 
BIZ050-EX0101-U53R (page 7)

Single Cat5eDisplay Adaptor:
BIZ060-EX0101-U58 (page 7)
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Pro Cat5e 4 & 8 Way Splitters

6466

Dual Cat5e Display Adaptor BIZ050 (page 7)
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n    HD Ready 1080p
n    SKY 3D

Models
1 Input / 8 Outputs

Part No: BIZ480

1 Input / 4 Outputs

Part No: BIZ470

Display Receivers speci®ed separately (see page 7)

Product Application
Distribution of a single HD source providing uncompressed true HD distribution over long 
distances using Cat5e/6/7 cabling with the ability to control the source from display locations.

Cabling Requirements
Well installed Cat5e/6/7 cabling using dual cable runs typically under 50m, unless boosted by 
our in-line repeater module.  All cabling should be installed to local electrical regulations with 
adequate clearance from electrical cabling. UTP cable termination follows the standard of 

IEEE-568B.

Features
BIZ 470 ± 4 Way Cat5e Splitter
n      Single HD Input
n      4 Integrated Dual Cat5e Outputs for connection to your speci®ed display adaptor
n      IR Emitter Input for source control from display location
n      EDID Management
n      Transmission typically 50m using well installed Cat5e cable

Dimensions W:175 x H:115 x D:40
Weight: 0.4kg
Power Consumption 8 Watts      

BIZ 480 ± 8 Way Cat5e Splitter
n      Single HD Input
n      7 Integrated Dual Cat5e Outputs for connection to your speci®ed display adaptor
n      1 Standard HDMI Output for local display
n      IR Emitter Input for source control from display location
n      EDID Management
n      Transmission Typically 50m using well installed Cat5e cable

Dimensions W:268 x H:153 x D:43
Weight: 1.0 kg 
Power Consumption: 15 Watts

     Ideal volume residential product

Discounted Bundles
 BIZ470-Pack 4W Splitter with 4 BIZ050 Receivers
 BIZ480-Pack 8W Splitter with 7 BIZ050 Receivers

Industry Sectors:

Volume Residential
Commercial
Hospitality
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Display Receiver Options (for Matrix)

53557   

HDBaseT with HD1.4 Features

BIZ 055/EX0101-H01021 
HDBaseT Single Cat5e Display Receiver
Cat5e to HD, RS232, IR & Ethernet Out
IR Receivers and Power Supply Included

For use with Pro Plus Matrix Only
BIZ1000/1100

Typical cable runs up to 100m

Dimensions H:152mm x W:105mm x D:31mm

Coming Soon ± power from Display USB socket

BIZ 050/EX0101-U53R
Dual Cat5e Display Receiver
Cat5e to HD, Wide Band IR Receiver
Power Supply and IR receiver supplied

For use with all Pro Matrix & Cat5e Splitters
BIZ010/020/030/470/480
Typical cable runs upto 50m (BIZ085 can be added)

Dimensions H:46mm x W:83mm x D:23mm

Coming Soon ± power from Display USB socket

BIZ 060/EX0101-U58
Single Cat5e Display Receiver
Cat5e to HD (No IR Support)
Power Supply Included

For use with all Pro Matrix
BIZ010/020/030

Dimensions H:60mm x W:115mm x D:23mm

BIZ 085/EX0101-3U0
In-Line Dual Cable Repeater
Increasing transmission and IR Control
5V Power Supply Included

For use with all Pro Matrix, Splitters & Extenders.
BIZ010/020/030/470/480/050/300

Dimensions H:60mm x W:115mm x D:23mm

BIZ 055 Up to 100m Single Cat5e

BIZ 050 Up to 50m Dual Cat5e

BIZ 060 Up to 50m Single Cat5e

BIZ 085 Extended 50m Dual Cat5e



66

Point to Point Extender Sets 

BIZ300-EX0101-U52/53
Cat5e Point to Point HD Extenders
Up to 50m without BIZ 085 Repeater
IR Source Control from display
1080p Support,3D Applications
24bit Colour Depth
Mounting Brackets Supplied
IR Receiver, Emitter & Power Supply included

Dimensions H:46mm x W:83mm x D:23mm (each)

BIZ310-EX0101-U57/58
Point to Point HD Extenders
Up to 50m using Cat5e
1080p Support
3D Applications
24bit Colour Depth
Mounting Brackets supplied
Power Supplies Included

Dimensions H:60mm x W:115mm x D:23mm (each)

BIZ360-EX0101-S2122
n     60m Single Coax Transmission (75Ohm)
n     720p/1080i Resolution
n     IR Source Control via IR receiver (2 Way)
n     IR Accessories & Power Supplies Included

n     Lockable BNC connections

Dimensions H:152mm x W:105mm x D:31mm (each)
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HDBaseT with HD1.4 Features

BIZ350-EX0101-H0102
n     100m Single Cable Transmission
n     48bit Colour Depth Support
n     1080p/4K Resolution Capability
n     3D Applications
n     RS232, 2W IR & 10/100 Ethernet all on single cable 

(with HD Audio/Video)
n     Power supplies, IR Receivers & Emitters included

Dimensions H:152mm x W:105mm x D:31mm (each)

BIZ 300 Up to 50m Dual Cat5e

BIZ 310 Up to 50m Single Cat5e

BIZ 350 Up to 100m Single Cat5e

BIZ 360 Up to 60m Single Coax

Discounted Bundle
 BIZ360 - Pack Bundled with 1:2 Splitter (BIZ-400) for simple HD 

Signal Duplication.
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Point to Point Extender Sets

53559   

BIZ 805/MS0801-E01 

Finding it hard to manage cables 
behind todays thinner displays?

Here is the answer!

Application
Multi format AV inputs to a single HD output with 
upscaling and switching control. Cable management 
tool and low cost switching perfect for residential, 
board rooms and education.

Features
n     8 inputs to 1 HDMI Output
n     2 x Component, 3 HDMI, 2 Composite & 1 VGA.
n     Upscaling capability to 720P
n     Manual switching or via IR receiver eye (remote supplied)
n     Suitable for 3D Applications
n     Mounting ears supplied

Dimensions H:196mm x W:35mm x D:70mm (each)

HD Format Converters

Models
BIZ 100 Component YUV with Stereo Audio to HDMI (720p)

BIZ 110 VGA with Stereo Audio to HDMI (720p)

BIZ 120 Composite with Stereo Audio to HDMI (720p)

BIZ 125 HDMI to DVI with Stereo Audio Breakout

BIZ 130 RGB/Composite Scart with Stereo Audio to HDMI (720p)

BIZ 160 HDMI to Composite Converter with Audio Breakout

Application
Providing a solution to input older analogue AV sources 
into today's newer screens. Can also be used to as 
interface between analogue sources and inputs on our 
HD Matrix Solutions.

Features
n     High Performance analogue  to digital HDMI converters.
n     Upscaling standard de®nition formats to single cable HD  

Video and Audio @ 720p
n     HDCP Compliant
n     Compact Design with interchangeable cable system.
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Compact HD to HD Matrix 
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BIZ600/MX0404-330
4 Input / 4 Output

BIZ610/MX0402-321
4 Input / 2 Output

Application
A low cost stripped down full HD Matrix 
Switcher providing a perfect solution for Retail 
AV, Commercial and Hospitality installations. 

Features
n     2 or 4 Output Models via standard HDMI Outs.
n     4 HDMI Inputs with EDID Management Feature
n     6.75Gbps Output bandwidth
n     1080p Compatible
n     Control via front panel IR, manual switching or display location 

(dedicated IR lead required)
n     Remote Control, IR accessories & mounting brackets supplied
n     HDCP Compliant
n     Source conrol via dedicated cable (not discreet)

Industry Sectors:
Retail AV
Commercial
Hospitality

n    HD Ready 1080p
n    SKY 3D

Standard HD Splitter Range

Models
BIZ 400 1 Input, 2 Output

BIZ 410 1 Input, 4 Output

BIZ 420 1 Input, 8 Output

BIZ 430 1 Input, 12 Output

BIZ 450* 2 Inputs (1 Dual Cat5e, 1 Std HDMI), 
4 Outputs

BIZ 460* 2 Inputs (1 Dual Cat5e, 1 Std HDMI), 
8 Outputs

Application
Professional grade single and dual 
input splitters perfect for Retail AV, 
Commercial and Hospitality installation. 
Providing distribution of an HD input to 
many duplicate displays.

Features
n     Professional Grade
n     Full 1080p Support
n     Range of models to suit install
n     Can be cascaded to make large 

distribution system
n     Compact design with mounting brackets 

supplied.

Industry Sectors:
Retail AV
Commercial
Hospitality

n    HD Ready 1080p
n    SKY 3D

* Used with Pro Matrix to expand single outputs to 4 or 8 Screens


